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• Minimum Operating Temperature: -5℃
• Maximum Continuous Operating Temperature: 60℃
• Flammability UL94: V0 Non-flame propagating
• Compression Strength: Minimum 750N
• Ingress Protection AS/NZS 1939: IP67 Rating

Manufactured in Australia under 
ISO9001:2015 certification. All 
information contained in this 
document is given in good faith 
but without warranty. We reserve 
the right to make technical 
changes to this document without 
prior notice.

MANAGEMENT SYSTEMS

2

750N
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strength

Australian manufactured medium duty transparent rigid PVC 
conduit, designed for cable protection and management in data 
and communication applications. Enables visual inspection of 
cabling for quick identification, tracing and verification, 
without the need for disassembly. Not suitable for outdoor 
applications requiring UV resistance. Flammability, 
compression strength and sizing all compliant with the 
requirements of AS/NZS 2053. 

DESCRIPTION

Part Number Nominal i.d. 
(mm)

o.d. (mm) Packaging

20PVCR-MD-CL 16 20 4m LENGTHS

25PVCR-MD-CL 21 25 4m LENGTHS

32PVCR-MD-CL 27 32 4m LENGTHS

40PVCR-MD-CL 34 40 4m LENGTHS

50PVCR-MD-CL 43 50 4m LENGTHS

63PVCR-MD-CL 55 63 4m LENGTHS
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